
Sound Solutions

“Music in all
rooms!”

· Audio-Multiroomsystems for e.g.
home residentials, restaurants, doctor’s
practice, shops, showrooms…

· -solution available

AUDIO
MULTIROOM



You need, we offer…When talking of multiroom...

…we are the right partners. WHD is a middle-
sized company situated in the South of
Germany and is already working in this special
field for more than 75 years. Our products are
being used wih great success worldwide. Our
systems for controlling, adjusting and distribut-
ing music are nearly unique as they are fitting to
the switch boxes of the most famous switch
manufactures like e.g. Berker, Busch-Jaeger,
GIRA, JUNG, Merten or PEHA and therefore
can easily be integrated to their special switch
box design. 
We have the solution for any project from the
lowcost up to the full digital audio multiroom
system. With the controlled audio equip-
ment integrated to the EIB Standard Bus
System the user can adjust music, lights,
blinds, heating etc. – all through the same
panels.
Apart from those multiroom systems WHD is
offering a full range of speakers – from the
design wall speaker up to the high end ceiling
speaker as well as weatherproof  system – all
lines together mean the full solution for the end
user. 

Your requirements:

CENTRALIZED SERVICING OF:
· Volume Control
by means of a HiFi-amplifier for all rooms in one
Recommendation: NVÜ 100 (page 4)

…by a HiFi-amplifier

CENTRALIZED SERVICING OF:
· Volume Control, On/Off
· Source (A/B)
All functions for four rooms independently adjustable.

Recommendation: SSC 430 (page 5) Audio controller
for four rooms in stereo

DE-CENTRALIZED SERVICING OF:
· Volume Control, On/Off
All functions adjustable in each room.

Recommendation: AMP-Serie (page 6) …consisting
of Pre-/Poweramplifier fitting to
switch boxes and suitable for most
of the manufacturers’ switch ranges

DE-CENTRALIZED SERVICING OF:
· Volume Control, On/Off, Tone control
· Source Selection (CD, DVD, Tuner...)
All functions in each room adjustable through
(European Installation Bus). 

Recommendation: EIB-Audiosystem (page 7) 
…consisting of Preamplifier Preamp
800, Power Amplifier AMP 10 DC
HS and Audio Actuator AM 840

DE-CENTRALIZED SERVICING OF:
· Volume Control, On/Off, Tone control
· Source Selection (CD, DVD, Tuner...)
· Source operation (e.g. selection of a Radio Station –

or a Track of a CD)
All functions in each room adjustable.
Recommendation: Digital Audio Multiroomsystem 

DAM 6000 (page 8)

SUITABLE SPEAKERS SEE PAGE 9

››› Music in all rooms
Sound Solutions from WHD

Wilhelm Huber + Söhne GmbH + Co. KG
Postfach 1154
D-78648 Deißlingen, Germany
Tel.: ++49 (0) 74 20/8 89-0
Fax: ++49 (0) 74 20/8 89-29

http://www.whd.de
e-mail: info@whd.de

››› Detailed information of our multiroom
systems and speakers please take from our
website www.whd.de
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››› NVÜ 100
Impedance transformer for connection of a lot of speakers to a
HiFi-Amplifier.

Functions
Centralized Volume Control by a HiFi-
Amplifier for all rooms in one 

Requirements – can be combined with…
· HiFi-Amplifier (for stereo operation two

NVÜ100 are necessary)
· Connection to each room by loudspeaker

cable (also Bus wiring – from room to room
– possible)

Features
· Max. Power = 100 W
· For example 100 W-Amplifier: In this special

case ten 4 ohms speakers can be connec-
ted to the terminal marked “1/10”. Using 8
ohms speakers the quantity will be doubled 

Technical Datas
· Power: 100 W
· Dimensions: 152 x 84 x 116 mm
· 6 different steps of Volume

››› SSC 430
Audiocontroller for four rooms in Stereo.

Functions
Centralized Servicing for each individual room:
· Volume Control, On/Off
· Source A or B

Requirements – can be combined with…
· HiFi-Amplifier (for function Source A/B a

second amplifier is necessary)
· Connection to each room by two speaker

cables

Features
· max. 4 rooms in Stereo
· max. quantity of speakers for each room: 

4 x 4 Ohm, 8 x 8 Ohm, 20 x 20 Ohm

Technical Datas
· Input: 2 x 120 W
· Dimensions: 432 x 60 x 170 mm
· Colour: black and silver

LR 15 Mono/stereo Volume Control 
fitting to most available switch ranges.
Can be combined with NVÜ 100 and SSC 430.

Functions De-centralized steeplessly adjustable Volume Control

Requirements · HiFi-Amplifier with NVÜ 100 or SSC 430
· Connection by loudspeaker cable from amplifier via

switch box to loudspeaker

Features · Max. quantity of speakers – LR 15 Mono: 
1 x 4 Ohm, 2 x 8 Ohm, 5 x 20 Ohm (LR 15 stereo
double in quantity)

· Max. Power: 15 W

Technical Datas · Rated Power: 15 W Mono or Stereo
· Operation: by potentiometer
· Depth: 49/69 mm (Mono/Stereo)
· Fitting to most available switch ranges together

with deep size switch boxes

LR 20 Mono Volume Control, fitting to most available
switch ranges.
Can be combined with NVÜ 100 and SSC 430.

Functions De-centralized adjustable volume control with 
0 position. 

Requirements · HiFi-Amplifier with NVÜ 100 or SSC 430
· Connection by loudspeaker cable from amplifier via

switch box to loudspeaker

Features · Max. quantity of speakers:
1 x 4 Ohm, 2 x 8 Ohm, 5 x 20 Ohm 

· Max. Power 20 W

Technical Datas · Power Rating: 20 W Mono 
· Operation: Resitance network with rotary switch

(without stopper)
· Depth: 46 mm 
· Fitting to most available switch ranges together

with deep size switch boxes

Accessories Accessories
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››› AMP Serie
Amplifier fitting to most available switch ranges.

Functions
Centralized, steeplessly Volume Control
(separately for microphone and line source)
· On-/Off
De-centralized, steeplessly Volume Control
· On-/Off

Requirements – can be combined with…
· 24V-Power Supply
· Cable for Power Supply: min. 2 x 0,5 mm2,

max. 2 x 1,5 mm2

· Cable from Preamplifier to Amplifier: shielded
data line e.g. LIYCY 2 x 0,14 mm2

· Cable to the Speaker max. 2 x 0,75 mm2

Features
· Max. 50 x AMP 10 for one Preamp only
· Max. quantity of speakers per AMP 10: 

1 x 4 Ohm, 2 x 8 Ohm, 5 x 20 Ohm

Technical Datas
· Output Power: 10 W/4 Ohm
· Power Supply: 24VDC (Preamp: 0,025A,

AMP 10: 0,77A max.)
· Depth: 45 mm (Preamp), 59 mm (AMP 10).

fitting to most available switch ranges 
together with deep size switch boxes

››› AM 840
-Audioactuator
-controlled Audio-System

Functions
De-centralized Servicing of:
· Volume Control, On/Off
· Source Selection
· Tone Control (Bass, Mid, Treble)
· Microphone paging

Requirements – can be combined with…
· Preamplifier PREAMP 800
· Amplifier AMP DC HS
· 24V-Power Supply
· Star wiring by loudspeaker cable 
· EIB-System

Features
· 4 Stereo- or 8 Mono-Sources
· 2 Stereo- or 4 Monozones per Audio

Actuator. Depending on quantity of rooms
cascading possible.

Technical Datas
· Power Supply: 24VDC, 180 mA
· Dimensions: 200 x 89 x 60 mm

PRO Program Selector Switch fitting to most available
switch ranges.

Functions De-centralized 6 different sources selectable  

Requirements · 8 channel Preamplifier Preamp 800
· Star wiring to the rooms by Cat7 cable 
· Power Amplifier AMP 10 per room

Features · 6 sources in max. 50 rooms 

Technical Datas · Depth: 46 mm 
· Fitting to most available switch ranges together

with deep size switch boxes

AMP 10 DC HS Amplifier for mounting 
into control cabinet  

Functions De-centralized steeplessly adjustable Volume
Control  via 0-10V control input e.g. through EIB-
Audio System

Requirements · EIB-Audio Actuator AM 840
· 24V-Power Supply
· Star wiring into the rooms by loudspeaker cable

max. 2 x 0,75 mm2

Features · Max. 12 x AMP 10 DC HS connectable to one zone
output of AM 840

· Max. quantity of speakers per AMP 10 DC HS: 
1 x 4 Ohm, 2 x 8 Ohm, 5 x 20 Ohm

Technical Datas · Output Power: 10 W/4 Ohm
· Power Supply: 24VDC/0,77A max.
· Depth: 46 mm

An additional amplifier in stereo – more powerful – “AMP 250” 
fitting to control cabinet and powered speakers available. 

Accessories AMP-Serie Additional is necessary for EIB-system:

Preamp UP

AMP 10
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Speakers fitting to
our Multiroom-
systems…

Your requirements:

HIFI IN-WALL SPEAKERS
In-Wall speakers for ceiling and wall.
Inconspecious installation.

DESIGN-SPEAKERS
Design-Speakers for onwall installation. 

SPEAKERS FOR SPECIAL APPLICATION
e.g. for outdoor use, wet rooms...

››› DAM 6000
Digital Audio-Multiroomsystem

Functions
De-centralized Servicing of:
· Volume Control
· On/Off
· Source Selection
· Tone Control (Bass, Mid, Treble)
· Control of the sources (Play, Skip...) 
· Every Function can be controlled by Keypad

or Remote Control 

Requirements – can be combined with…
· Cat5-wiring (Star or Bus)
· Star wiring – switch necessary (Layer2, 

100 BaseTX) 

Features
· 6 sources connectable to the central unit
· 4 sources connectable within the rooms
· 254 independent zones possible

Technical Datas
Alle datas are being distributed in digital (CD-
quality) without loss. The use of an existing IT-
network possible. Computer-, telephone-... and
music can be transmitted via the same switch.
Sources can be connected to the central unit
as well as in the rooms and being controlled
from each room. 

››› Detailed information of our multiroom
systems and speakers please take from our
website www.whd.de

8 9



››› Lautsprecher
Passen

d
e Lau

tsp
rech

er fü
r d

ie M
u

ltiro
o

m
system

e

››› Loudspeaker
S

p
eakers fittin

g
 to

 o
u

r M
u

ltiro
o

m
-S

ystem
s

B
esch

reib
u

n
g

 D
escrip

tio
n

2-W
ege H

iFi-D
esignw

andlautsprecher. Sehr
flache, abgerundete B

auform
. O

ptional m
it

Lautstärkeregelung (B
estellzusatz –R

e),
Program

m
w

ahl (–P
R

O
), Farben: w

eiß
, silber 

2-w
ay H

iFi-D
esignw

allspeaker: The attractive
shape is the very latest fashion. A

lso available
w

ith Volum
e C

ontrol (order-no. -–R
e), 

Program
 S

elector (–P
R

O
). C

olours: w
hite, 

silver

Tech
n

isch
e D

aten
 Tech

n
ical S

p
ecificatio

n
s

B
estückung m

it hochw
ertigem

 2-W
ege-System

E
quipped w

ith a very pow
erful 2-w

ay system
N

ennleistung/R
ated

O
utput

50 W
Im

pedanz/Im
pedance

8 O
hm

S
challdruckpegel/S

P
L

(1W
/1m

)
86 dB

Ü
bertragungsbereich/Frequ.range

(-3dB
) 

100-20.000 H
z

A
bm

essungen/D
im

ensions
210 x 312 x 85 m

m

› W
L 6/2-8

B
esch

reib
u

n
g

 D
escrip

tio
n

2-W
ege H

iFi-D
esignw

andlautsprecher aus M
etall,

sehr flache B
auform

, gew
ölbte B

lende m
it

m
odernen quadratischen A

usschnitten, optional
m
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Ü
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Ü
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. m
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 m
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Ü
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Ü
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